Packing and Rolling Decorative Thread Art 

The greatest compliment a decorative thread artist can receive is "Where can I buy those 
stickers ?" or "That looks like tape, can I buy some?" I am often asked how to get the 
wraps tighter and with less visible gaps. I have assembled some pictures during a recent 
weave and tried to make a picture tutorial. Pictures and videos are the easiest way for 
me to learn and I hope these can be of some help to those of you who are trying to 
tighten your wraps up. These techniques are being employed on a weave but I frequently 
use the same techniques on crosswraps with outstanding results. You will be amazed at 
how far threads can me moved (sometimes more that 1/8th of an inch) in an attempt to 
make that wrap look nearly flawless. One thing to remember though. YOU the builder 
know where those little fudges are, most other people (including rodbuilders) won't really 
see them. I have tried to show the tools, which are mostly hand made and the technique 
as best I can in the still medium. My biggest tip is to be firm and take your time, OH! 
practice helps too. If you need more clarification, please feel free to email or call me. 
Tight wraps gang. 

Doc Ski 

Docski377@aol.com 

















Lye qlasscrewrirvdtir,. rounded -n id ^muothed. U:;*d for 
rnwn^tne»j^ n wcims arid crosimiopn Inr %pol use 

on one or two ttirtad:; ;jI ■!nr<:. 


Modified eyeglass screwdriver to 
push small groups of threads, maybe 
2 to 3 at a time 


When moving or pushing threads 
always do it with a VERY FIRM hand 
A slip can fray or brook threads 
























Some closing of the gaps 
is already present 





Threads are tightened by layers. I prefer to tighten the 
layers with the least amount of use first. I n this case the 
reds, whites and greens first. 




I always tighten from the right side first. As I finish a layer I cut the threads at an 
angfe to help when whipping the ends. Tightening can increase some gapping. 































one layof usually rosutts in pn/fing nnolhor teyar mo^d In 
this caso iho ptifplo is getting much loo^r as I work tewarf that layer 

























Ends of threads are frayed, and moistened to allow a 
amoothe transition of the whipping off of the ends. Also 
notice the angles of the threads 


Still some puffrness and minor gaps 


Whipping 
right side forst 


















threads not frayed- y&L 


' iyhten ng foam Ihe lest side with SMOOT HE JAWED pl*eis 
Same piMKis as befbie but need more -care and firmness 
because you don't want to pull threads out 


Fhtifs^afrtoolrte- p&wedj - Graai 
for pullir^ and tjghbannQ 
Unread 
































The most mportSPt part In remember j s tg ROLl She 
i ns-tm msntfnof burnish) Bum ighjng causes She CP be snuff, 
Firmness end control are very important. This bool works 
greai For small portions of Ihe weaw. Nearer the point can 
be used for 2 or 3 threads at a lime. Conlrol is a must. 
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BumJshk-Kp tool tiuctebrud I trtn*i 
















































